
Representative
SCOPE of WORK

Backlight Panels supported
from the bottom by FRAME
( by GC or by Backlight on
request).

The frame can be fixed on
the existing by steel cords
or metal brackets.
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Description of
SYSTEM

Representative
SECTION of SYSTEM

Representative
SCOPE of WORK

Backlight Panels supported
from the bottom by FRAME
( by GC or by Backlight on
request)

The frame can be fixed on
the existing by steel cords
or metal brackets.

Family MAGIC CLOUD

(IRREGULAR SHAPES
under CAD  Drawing)
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Description of
SYSTEM

Representative
SECTION of SYSTEM

Lighting Module Technical Spec Cable
OPTION ( B)

 Kelvin
 Options

 CRI

0.5 meters

1 meter

Family MAGIC CLOUD
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Lighting Module Technical Spec Cable
OPTION ( B)

 Kelvin
 Options

 CRI

0.5 meters

1 meter

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
304.8 mm x 609.6 mm  - 12 in x 24 in
1219.2  mm x 3048 mm  - 48 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
23.5 mm -  0.925 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
304.8 mm x 609.6 mm  - 12 in x 24 in
1219.2  mm x 3048 mm  - 48 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
23.5 mm -  0.925 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

Some inspirations



Representative
SCOPE of WORK

Backlight Panels supported
from the bottom by TRACK
( by GC ).

PINS pass through the holes
of Backlight and will fix the
TRAKS

TRAKS need to be able to
support the weight of BKL.

Family MAGIC CLOUD
with holes under CAD
drawing
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Description of
SYSTEM

Representative
SECTION of SYSTEM

Lighting Module Technical Spec Cable
OPTION ( B)

 Kelvin
 Options

 CRI

0.5 meters

1 meter

Representative
SCOPE of WORK

Backlight Panels supported
from the bottom by iron
OMEGA   PROFILES
( by GC or by Backlight on
request)

The support is fixed on the
existing , the finish frame
is magnetic

Family MAGIC CLOUD
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Description of
SYSTEM

Representative
SECTION of SYSTEM

Lighting Module Technical Spec Cable
OPTION ( B)

 Kelvin
 Options

 CRI

0.5 meters

1 meter

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
304.8 mm x 609.6 mm  - 12 in x 24 in
1480 mm x 3048 mm  - 58 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
23.5 mm -  0.925 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
304.8 mm x 609.6 mm  - 12 in x 24 in
1219.2  mm x 3048 mm  - 48 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
23.5 mm -  0.925 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

Holes through
Backlight

PIN/tige by others
to fix on existing

Some inspirations



Representative
SCOPE of WORK

Backlight Panels have some
holes to fix them by screws
on the existing.
These screws will be covered by
finish profile ( by any material
and design) laminated with our
iron plate and positioned
magnetically on the seams of
the lighting panels.

Family MAGIC CLOUD
with holes and front
magnets.
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Description of
SYSTEM

Lighting Module Technical Spec Cable
OPTION ( B)

 Kelvin
 Options

 CRI

0.5 meters

1 meter

Representative
SCOPE of WORK

Backlight Panel has magnets
integrated on the rear side
and it is supplied with a flat
iron plate to screw on your
surface.

Family FLUSH
MAGNETS
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Description of
SYSTEM

Lighting Module Technical Spec

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
304.8 mm x 609.6 mm  - 12 in x 24 in
1219.2  mm x 3048 mm  - 48 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
23.5 mm -  0.925 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

Some inspirations

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
15 mm x 127 mm  - 0.6 in x 5 in
203  mm x 3048 mm  - 8 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
22.5 mm -  0.885 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

Representative
SECTION of SYSTEM

Cable
OPTIONS ( TBC by GC)

 Kelvin
 Options

 CRI

Representative
SECTION of SYSTEM

0.5 meters

1 meter



Representative
SCOPE of WORK

Backlight Panels are designed
according to the scope of work
under CAD drawing.
The panels are supported
by a frame ( by others
or by Backlight on request)

Family MAGIC CLOUD
CUSTOM SHAPE
UNDER CAD DRAWING
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Description of
SYSTEM

Lighting Module Technical Spec Cable
OPTION ( B)

 Kelvin
 Options

 CRI

0.5 meters

1 meter

Shapes Magic Cloud
DURING MANUFACTURING

INPUT
DIMMING
WATTAGE
LUMENS
MIN SIZE
MAX SIZE

WEIGHT
THICKNESS
CERTIFICATIONS
IP GRADE
DRY LOCATION

2700 K
3200 K
3500 K
4100 K
5000 K
Tunable
( 2700 to 6500K)

RGB
RGB+W
( double layer)

>80
>95

24 VDC
ELV/MLV, 0-10V, DALI ,LUTRON , DMX
14 W and 28 W  / line mt   -  4.5 and 9.0 W / line ft
depending on module size
304.8 mm x 609.6 mm  - 12 in x 24 in
1480 mm x 3048 mm  - 58 in x 120 in
( for different sizes please contact us)
25 Kg/ sq. mt - 5.7 lbs/sq.ft
23.5 mm -  0.925 in  ( not including the frame)
CE-EAC-cULus-Storage Area of Clothes Closet
IP40
( DAMP LOCATION UNDER REQUEST )

Some inspirations

Representative
SECTION of SYSTEM

A B

C D


